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DESCRIPTION 

ULTRA-SAFE 1140 is a fire resistant hydraulic fluid of the type HFD, 

based on phosphoric acid esters with additives to prevent wear, 

corrosion and non-ferrous metal attack. 

 

The product has a high resistance to ageing providing a long system 

life. Consequently, even after extended use the fluid remains stable and uniform in characteristics, without any 

precipitation or flocculation. 

 

ULTRA-SAFE 1140 is not sensitive to frost. 

 

PHYSICAL DATA 

Appearance colourless, clear liquid 

Density/20 °C (DIN 51757) 1.16 g/cm³ 

Viscosity/40 °C (DIN 51562) 45 mm²/s 

Pour point (ISO 3016) < -18 °C 

Flash point (EN ISO 2592) > 235 °C 

Auto-ignition temperature (ASTM D 2155) > 565 °C 

 

SEALS AND HOSES 

The compatibility of seals and hoses with ULTRA-SAFE 1140 should be discussed with the manufacturer. 

It should be noted that the complete hydraulic installation components, such as pumps, filters, valves, etc., must 

also be equipped with appropriately resistant seals. 

 

PAINT COATINGS 

Normal paint coatings are removed by ULTRA-SAFE 1140. Therefore, it is recommended not to coat the storage 

tanks with an internal coating. In rare cases where a coating is demanded, special chemically resistant, two-

component coatings are suitable, such as Desmodur-Desmophen-Isozyanate- Reactive lacquers (DD lacquers). 

 

MAINTENANCE AND CARE OF THE HYDRAULIC FLUID 

ULTRA-SAFE 1140 requires no special maintenance or control measures. The system filters must be checked 

regularly and replaced if necessary. Once a year, a sample should be sent to our hydraulic laboratory for a general 

check of parameters. 

 

STORAGE 

Do not allow water to enter opened containers, store well sealed and do not allow water to pool on top of barrels. 

Always observe the use by date on the container. 

 

BENEFITS 

 fire resistant 

 excellent corrosion prevention 

 high resistance to ageing 

 no hazardous labelling  
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