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DESCRIPTION 

CONTRAFUM N is a highly efficient defoamer for water dilutable 

metalworking and process fluids, free from silicones and silicone 

compounds. 

 

Foaming of coolants in metal working processes can lead considerable 

operational disturbances. The heat dissipation from the cutting point 

by aqueous cooling lubricants is strongly inhibited if suddenly cooling is no longer done with the pure liquid but 

with an aero emulsion (oil-air mixture). The result is premature tool wear and poor dimensional accuracy of the 

machined workpieces. 

 

General application rules for defoamers: 

 

Never add the pre-calculated amount of defoamer at once, but after adding a small amount, always wait a certain 

time until an even distribution in the aqueous liquid has been achieved. Then evaluate the effect achieved and add 

a further quantity if necessary. 

 

In practice, it is not always advisable to add the defoamer directly into the liquid. A better success is achieved by 

preparing a pre-solution or by placing a felt bar, with which the defoamer is impregnated, into the backflowing 

coolant stream. This ensures a constant dosage in the required small amount. Preliminary tests, which can easily be 

carried out in narrow, high standing cylinders, help to decide on the most effective defoamer quantity. 

 

PHYSICAL DATA 

Appearance/20 °C light yellow liquid 

Density/20 °C (DIN 51757) approx. 0.800 g/cm³ 

Viscosity/25 °C (DIN 6388) approx. 500 mPas 

Pourpoint (ISO 3016) < 0 °C 

 

 

USUAL APPLICATION CONCENTRATIONS 

CONTRAFUM N is used for defoaming of synthetic and mineral oil containing coolants and quenching fluids. The 

concentration recommended is 0.01 % (1 litre in 10,000 litres) to maximum 0.1 % related to the total fluid volume. 

 

 

HANDLING AND STORAGE 

The recommended storage temperature should be between 5 - 35 ° C, frost should be avoided. 

Always observe the use by date on the container. 

BENEFITS 

◼ Low treatment rate hence 

economic in use 

◼ Silicone-free 

◼ Rapid defoaming together with 

long-term defoaming capability  
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