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DRAWLUB C 301 FN is a mineral oil containing, water soluble coolant, which 
has been developed specifically for wire drawing operations on copper, 
tinned, silver and nickel-plated copper and copper alloys. 
 
DRAWLUB C 301 FN is especially suitable for medium, multiple and fine wire 
drawing operations. Due to its special formulation DRAWLUB C 301 FN 
considerably reduces the wear on dies and cones, while at the same time 
producing a high quality finish on the wires.  
 
New technology gives DRAWLUB C 301 FN a good bio-stability, inhibiting 
the breeding of micro-organisms, preventing bacteria, yeast and fungal 
growth. 
 
Furthermore, DRAWLUB C 301 FN is also suitable for “Inline” enamelled wire 
drawing operations. DRAWLUB C 301 FN will evaporate at > 350°C during 
the annealing stage and will not leave contaminating residues. This 
guarantees excellent adhesion of the bonded layers to the magnetic wire 
surface.  
 
Usually DRAWLUB C 301 FN is applied at concentrations between 4 to 12%, depending on the 
technical characteristics of the process, i.e. initial diameter of the wire and the drawing speed. 
 
 
Physical data 

Appearance/20 °C  visual  brown, clear, liquid   

Density/20 °C  DIN 51757  approx. 0.932   g/cm³ 

Viscosity/20 °C  DIN 51562/1  approx. 124  mm²/s 

Pour Point  ISO 3016  approx. - 25  °C 

pH value, 10%   DIN 51369  9.0 – 10.0   

Factor  
Refractometer / Acid split 

 PLM   1.0 / 1.0   

Foam characteristics, 5% 
(water hardness > 100 ppm CaCO3) 

 PLM  low foam, quick collapse   

 
 
Handling and Storage: 

DRAWLUB C 301 FN should not be exposed to extreme changes of temperature. The product should 
be at room temperature prior to use. Recommend storage temperature: 5–30 °C. For emulsification 
please add the concentrate into water while stirring it, or add the concentrate into the water line at the 
suction side of the supply-pump. 
 
Please observe the use by date on the container. 

Benefits 
 
o Long service life, high 

bio stability, excellent 
PH-stability 

 
o Excellent cleaning 

properties 
 
o Low foam tendency at  

> 100 ppm CaCO3 water 
hardness  
 

o Maximum tool life will be 
achieved due to the 
highly effective    
additive - synergism 


