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DESCRIPTION 

EMBOLUBE 120 D is a non-flammable lubricant for tissue converting 

lines. Due to its highly technical formulation and selected raw 

materials it provides a safer working environment by reducing the fire 

potential during the converting process.  

 

EMBOLUBE 120 D has exceptional lubrication and cleaning 

characteristics such that embossing rolls remain clean, cooler and free 

from fibre deposits, resulting in consistent embossed graphic detail, 

increased roll life and reduced maintenance. 

 

The use of EMBOLUBE 120 D results in a more efficient process with 

less lost time, less machine down time and so increased profitability. 

 

The reduction in friction in the embossing process also reduces the 

amount of dust and fibre debris produced, again improving the finished product quality, while making the 

environment more pleasant to work in. 

 

COMPOSITION  

EMBOLUBE 120 D is a clear emulsion based on a technical blend of esters, surfactants, white oil and cleaning 

additives. 

 

PHYSICAL PROPERTIES 

Appearance  clear, yellow 

Density/20 °C                                                DIN 51 757 ~ 0.89 g/cm³ 

Kinematic viscosity/20°C                        DIN 51 562/1 ~ 145 mm²/s 

Active content ~ 90 % 

Flash point                                                         ISO 2592 none 

 

APPLICATION 

EMBOLUBE 120 D is used as supplied and should not be diluted. 

The product can be applied by different application processes: low pressure sprayed, brushed, drip feed etc 

depending on local regulations and application requirements. Aerosol misting of the product depends on local 

regulations and advice should be sought.  

 

STORAGE AND HANDLING 

Always follow the safety rules indicated in the safety data sheet. 

Stability and storage: Store at 5 - 30 °C. Keep away from frost. 

Keep the container closed when not in use. 

Observe the use by date on containers. 

 

ADDITIONAL RECOMMENDATIONS 

We highly recommend the use of our fire resistant hydraulic fluids from the Ultra Safe® range to improve the 

performance and safety of the converting machine and working environment. 

 

BENEFITS 

◼ non-flammable so safer working 

environment  

◼ reduces frictional heat 

◼ eliminates fibre deposits and so 

keeps the embossing roll clean  

◼ ester, water and oil based 

emulsion is operator friendly 

◼ reduces maintenance costs and 

machine downtime 

◼ ready to use product 

◼ versatile and economical in use 

Item number: 934083 | Revision date: 01.07.2020 |DDK 

EMBOLUBE 120 D 
 
 

EMBOSSING ROLL OIL FOR TISSUE CONVERTING 


