
 

 

FEROCLEAN N 502 

Industrial cleaner for immersion, spray and ultrasonic applications 
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FEROCLEAN N 502 is a water-soluble and salt-containing cleaner 
for immersion, spray or ultrasonic applications in mechanical 
manufacturing. It is suitable for cleaning components made of cast 
iron, steel, stainless steel, yellow metals and aluminium. 
FEROCLEAN N 502 leaves a temporary corrosion protection on 
the washed pieces. 
 
FEROCLEAN N 502 consists of non-ionic and ionic surfactants, 
rust preventives, inhibitors and alkali phosphates.  
 
FEROCLEAN N 502 is used for cleaning of work pieces in 
immersion, spray or ultrasonic applications. After rinsing it does not 
leave diffusion-impeding layers before heat treatment. 
FEROCLEAN N 502 has a demulsifying effect. 
 
For preparing the cleaning solution we recommend to heat the 
water to working temperature before adding the concentrate to a 
well agitated area of the system. For optimum performance we 
recommend using demineralized water. Typical concentrations are 2–5%, with an operating temperature 
in the range of 60–70°C. 

 
For the determination of water hardness indicator strips cannot be used because of the contained 
phosphates. 

 
 

Physical data 

Appearance/20°C  visual 
 

Clear to slightly hazy, light yellow 
liquid 

  

Density/20°C  DIN 51757  approx. 1.097  g/cm³ 

pH-value/20°C/2% DI-water  DIN 51369  approx. 10.0   

 
 

 

Concentration control 
 (concentration [%] = consumption ml hydrochloric acid x factor): 
a. Titration of a 10 ml sample with 0.1 N HCl up to pH 4, factor: 0.70 
b. Titration of a 10 ml sample with 0.5 N HCl with methyl orange from yellow to red, factor 3.50 
c. Titration of a 50 ml sample with 0.5 N HCl with methyl orange from yellow to red, factor 0.70 
d. Titration of a 10 ml sample with 0.1 N HCl with bromocresol green from blue to yellow, factor 0.70 
e. Refractometer factor: 4.2 (concentration [%] = reading x factor) 

 
 
Storage 

FEROCLEAN N 502 must be stored in a frost-free environment. 

Key benefits: 
 

 Foam-free from 60°C 

 Special development for 
combinated dipping, spraying 

 Suitable for cast iron, steel, 
stainless steel, yellow metals 
and aluminium 

 

Approvals: 
 

 Corpac Deutschland GmbH 

 SensAction AG 


