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FEROSEPT 490 A is a highly efficient bactericide providing broad spectrum bacteria inhibition. The 
fungicidal components contained are to synergistically support effectiveness. 
 
FEROSEPT 490 A is used for preserving aqueous solutions and emulsions in order to prevent the 
growth of microorganism and to increase the coolant’s pH up to 9, furthermore. 
 
FEROSEPT 490 A is based on a formaldehyde depot agent providing a fast stop of bacterial growth 
thanks to a very small amount of formaldehyde being released. Due to the depot agent, long-term 
bacteria resistance is achieved. At the same time, a primary amine is released stabilizing the pH 
value of aqueous process fluids, as well as being able to inhibit the formation of nitrosamines in 
case of increased nitrite concentrations, corresponding to the German TRGS 611 regulations. 
 
The concentration recommended for use is 0.1 - 0.2 % related to the ready-made emulsion or 
solution.  
 
In order to achieve good homogenization with the process fluid in question, this preserving agent 
should be added next to an area continuously in motion within the system. 
 
 
Physical data 

 

Appearance 
  

visual 
  

yellowish 
  

Density/20 °C  DIN 51757  approx. 1.100  g/cm³ 

Viscosity/20 °C  DIN 51562/1  approx. 15  mm²/s 

Pourpoint  ISO 3016  < 0  °C 

Flash point  ISO 2592  > 100  °C 

pH value, 0.1 %   DIN 51369  approx. 10   

 
 
Handling and storage: 
 
FEROSEPT 490 A should not be exposed to extremes of temperature Storage temperature 
recommended: 5 – 35 °C. 
 
 
Biocides to be handled safely – Please note labelling and Technical Data Sheet before use! 

 


