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FEROSEPT JC 10 is a highly efficient fungicide for metalworking emulsions, providing excellent 
long-term fungi and yeast inhibition for all metalworking fluids. 
 
In case of any problems with fungi in metalworking solutions, we recommend to use FEROSEPT JC. 
 
FEROSEPT JC 10 is free from formaldehyde, phenol and heavy metals and is compatible with the 
coolant’s additives, furthermore. 
 
FEROSEPT JC 10 shows good performance even when used in a low concentration. The addition 
of 0.1 % up to 0.15 % to the circulating coolant is sufficient, normally. A repeated addition of 
FEROSEPT JC 10 in one-week-intervals might also become necessary. 
 
As fungal growth can mainly be observed on the surface, it is recommendable to have a lubricant 
level as high as possible in order to cover all parts of the system when applying FEROSEPT JC 10. 
 
In order to achieve good homogenization with the process fluid in question, the addition of this 
preserving agent should be made next to a troubled point within the system. If the addition is 
expected to increase the process fluid’s foam tendency, a preliminary test is recommendable. 
 
Should FEROSEPT JC 10 show any sediments caused by coldness, this does not mean a 
deficiency in the product’s quality, as they can easily be removed by warming up the product to 
room temperature. Temperature recommended for storage: 10 to 30 °C. 
 
 
Physical data 

 

Appearance 
    

yellowish 
  

Density/25 °C  DIN 51757  approx. 1.080   g/cm³ 
Pourpoint  ISO 3016  < 0  °C 
Flashpoint  ISO 2592  > 130  °C 
pH value, 5 %   DIN 51369  approx. 6 - 8   
 
 

Biocides to be handled safely – Always notice labelling and read Product Data Sheet prior to use! 
 


